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TOOLS 


CUTTERS - DESCRIPTION 


1. GENERAL 


1.01 This section covers coded and noncoded 
Bell System cutter tools. 


1.02 When this section is reissued, the reason for 
reissue will be listed in this paragraph. 


1.03 The information contamed in this section 

supersedes the corresponding information 
in Sections 074-108-101, 074-132-101, and 
074-595-101. 


312 CORD CUTTER 
312B 


MFR DISC 


P~220405 
FLT HMS 


P-242469 
FIL H MS 


4-16 IN. 


P-24247) 
BLAD P-24242) 
SPRING 


P-250024 
RH MS 


Cord cutter. The base is provided with screw holes 
for attaching to the KS-5263 cord repair table. 
For use in repairing switchboard cords by the 
solderless cord-tip method. . 


313 A&M ONLY 


P-211744 
KNIFE 


| FLT H MS 
DWG 4133741 


2-144 IN. DET I2 


3-116 IN. 


3-316 IN, 


2-1/8 IN. 


Conductor braid cutter. For use in repairing 
switchboard cords by the punched-hole method. 
The information covered herein replaces the part 
of Section 074-000-006, Issue 1, applying to this 
tool. 


590A OIL CLOSURE CUTTER MFR DISC 
CUTTER, TAB, KS-21030 L1 
db 
eae oa 
eee 4.000 IN. i 249K. 


Used to remove the hairpin select wire tab prior to 
select wire replacement within vertical units of a 
small crossbar switch. , 


NOTICE 


Not for use or disclosure outside the 


Bell System except under written agreement 


Printed in U.S.A. 
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For cutting slots in straps to separate groups, when 
required, on 15-type banks. 
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